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No. of blades 3

Power motor (W) 1.2 - 27

Voltage (V/Hz) 100-240/50-60

Size Ø (cm/" )  140/55

No. of speeds (with R/C) 6

Rev. (RPM) 30 - 132

Weight (kg) 6.4

140 BN-NT #314051

140 WE-NB #314052

140 WE-NT #314053

140 BN-NB 
#314050 and
Light kit 
PR-LED BN #3161

140 BN-NB #314050

ECO REGENTO 140 BN-NT 
#314051 and
Light kit PR-LED BN #3161

ECO REGENTO

Installation: 2 screws Ø min. 4.5 mm 
separation 66 - 90 mm

ECO REGENTOØ 188

Ø 240

Ø 1400

260

C

Dimensions mm

without light kit: C = 26 mm
with light kit: C = 48 mm

■ Forward/reverse (summer/winter) 
by remote control.

■ 6 speeds by remote control, incl. 
light on/off/dimming and sleep timer.

■ Balanced motor and blades.

■ 3 blades, handmade from layered glued 
solid wood.

■ Installation only on straight ceilings.

■ Prepared for light kit installation.

Options:

■ Optional light kit PR-LED combinable.

■ Hotel wall control FB-FNK ECO A #86200 (p. 133)

Product Code No. Size Ø Housing Finish Blade Finish 

140 BN-NB 314050 140 cm Brushed chrome Walnut fi nish

140 BN-NT 314051 140 cm Brushed chrome Natural wood

140 WE-NB 314052 140 cm White Walnut fi nish

140 WE-NT 314053 140 cm White Natural wood

The light kit made of frosted, white glass is a special addition to 
the ECO REGENTO. Its shape fits seamlessly into the design 
of the fan. 

■  Opal glass lamp with LED panel, 12 Watt.

■ Dimmable by remote control of ECO REGENTO.

■ Light colour adjustable: 3,000, 4,000 or 5,000 K.

■ Quick and easy installation, subsequent connection possibe.

■ Low overall height.

Light kit PR-LED

Ø 222

40

Light kit PR-LED WE #3160

Light kit PR-LED BN #3161

Product Code No. Housing Finish

Light kit PR-LED BN 3161 Brushed chrome

Light kit PR-LED WE 3160 White

Dimensions mm

LED-Light kit ECO REGENTO

The luminaire contains built-in 
LED lamps. Energy class D 
(Spectrum A to G). The lamps 
cannot be changed in the 
luminaire. Replacement LED 
modules available.
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WINTER/
SUMMER MAX. 25 m2

25 YEARS
LIMITED MOTOR
WARRANTY

Energy
saving

DC/EC motor

Voltage/
Frequency

100-240 V/
50-60 Hz

suitable 
for many 
countries

Speed 1 is guaranteed 
to work "draught-free"

(((((SLOW MOTION )))))

Lamp LED
Power (W) 12
CRI 80
Luminous fl ux (lm) 1,800
Luminous colour (K) 3,000
Beam angle (°) 120
Service life (h) 30,000

LED module QL2415SYB

Further technical data on pages 122 and 126

LOW PROFILE!
especially made for 
low-ceilinged rooms




