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Nordik EVOLUTION 120 SI 

#61754

EVOLUTION light kit* #22413 (l.) 

with opal glass shade, max. 150 W (E27) and 

#22414 (r.) made of polished methacrylate for 

ESL max. 15 W (E27).  

140 WG 
#61758

140 SW 
#61759

140 WE 
#61752

Nordik EVOLUTION

No. of blades 3

Power motor (W) 24 - 78

Voltage (V/Hz) 220-240/50

Size Ø (cm/" ) 98-159/36-62

No. of speeds 1 (3 - 5)¹

Rev. max. (RPM) 200

Weight (kg) 6.1 - 7.6

Product Code No. Housing Finish Blade Finish Ø cm

90 WE 61750 White White 98

120 WE 61751 White White 128

140 WE 61752 White White 149

160 WE 61753 White White 159

120 SI 61754 Metallic silver Metallic silver 128

140 SI 61757 Metallic silver Metallic silver 149

120 SW 61756 Black Black 128

140 SW 61759 Black Black 149

120 WG 61755 Wood grain Wood grain 128

140 WG 61758 Wood grain Wood grain 149

1x or

20

Ø 980 - 1590

495/

330*

Ø 155

Ø 295

Dimensions 
mm

*shows installation with shortened downrod

in 4 sizes from

Ø 92 to 159 cm 

available!

15 YEARS
LIMITED MOTOR

WARRANTY

¹ Always order control unit separately!

NORDIK EVOLUTION

■ Motor housing made of shock-

proof, thermoplastic resin, 

blades made of metal.

■ Motor and blades finished with 

a scratchproof polyester paint.

■ Balanced motor and blades.

■  Forward/reverse selectable.

■ Installation on sloped ceilings 

with on-site construction.

Options:

■ Optional wall and remote con-

trol available (page 132-134). 

Always order control unit 

separately.

■ Longer downrods for high 

ceilings available (page 144).

WINTER/
SUMMER

MAX. 
15/22/32/40 m2

Approved according Machinery 

Directive 2006/42/EC Part 1
for commercial use

COMMERCIAL USE

* Light bulbs are not included.


